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Wire Production LTD is a manufacturer of low carbon 
soft and hard hot-dip galvanized wire for fencing pur-
poses, black annealed wire, spring wire and steel fi-
bres for reinforcing concrete, mortar or grout. Sales 
activities and administration is handed by the export 
team at HUS LTD. The production plant spreads out 
on more than 25 000 m2, with 9 000 m2 covered area 
for industrial production, heavy - lift cranes, admin-
istrative building and other assets. The total produc-
tion capacity is over 3 000 metric tons per month. 
The factory is located in the city of Shumen which is 
merly 90 km away from the biggest Bulgarian Black 
Sea port of Varna and approximately 100 km. away 
from the city of Ruse which is Bulgaria’s biggest 
Danube port proving a substantial advantage from 
logistics point of view. The mill is equipped with sev-
en modern drawing lines as well as a fully automat-
ic galvanizing line capable of coating 28 separate 
wires at once. In 2021 the number of drawing lines 
were increased to a total of 11. Each coil of wire 
is stretch wrapped and stored in a fully automated 
storage racking system thus protecting the goods 
from any external weather impacts and respectively 
easy access. Production range is from 1.5 mm to 

8 mm for the HDG wires / 1.2 mm to 5.00 mm for 
the black annealed wire / 0.75 mm to 1.05 mm for 
the steel fibers, 1.4 mm to 2.4 mm for the spring wire 
and 0.8 to 1.2 mm for the copper wire for welding 
purposes. The company is constantly investing in 
the development of new wire products with various 
applications so that the growing number of custom-
ers and their evolving demands can be satisfied.
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Hot Dip Galvanized Wire 
EN 10218-2:2012 / EN 10244-2:2023   Class D; Class C

Diameter (mm) Tolerance (mm)

Tensile Strength Zinc Coating
class D (min)

Zinc Coating
class C (min)Soft Wire Hard Wire

N/mm2 N/mm2 g/m2 g/m2

1.50 ≤ d ≤ 1.65 ± 0.035 400 - 550 600 - 900 30 70

1.65 ≤ d < 1.85 ± 0.040 400 - 550 600 - 900 30 75

1.85 ≤ d < 2.15 ± 0.040 400 - 550 600 - 900 40 80

2.15 ≤ d < 2.50 ± 0.045 400 - 550 600 - 900 45 85

2.50 ≤ d < 2.80 ± 0.045 400 - 550 600 - 900 45 95

2.80 ≤ d < 3.20 ± 0.050 400 - 550 600 - 900 50 100

3.20 ≤ d < 3.80 ± 0.060 400 - 550 600 - 900 60 105

3.80 ≤ d < 4.40 ± 0.060 400 - 550 550 - 800 60 110

4.40 ≤ d < 5.20 ± 0.070 400 - 550 550 - 800 70 110

5.20 ≤ d < 8.00 ± 0.080 400 - 550 550 - 800 80 110

Inside coil diameter
(mm)

Outside coil diameter
(mm)

Coil weight
(kg)

Height
(mm)

450/530 860/920 600 - 900 950 - 1000
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Hot Dip Galvanized Wire 
EN 10218-2:2012 / EN 10244-2:2023 Class A

Diameter (mm) Tolerance (mm)

Tensile Strength

Zinc Coating 
(g/m2)

Soft Wire Hard Wire

N/mm2 N/mm2

2.20 ≤ d < 2.50 ± 0.060 400 - 550 600 - 900 230

2.50 ≤ d < 2.80 ± 0.060 400 - 550 600 - 900 245

2.80 ≤ d < 3.20 ± 0.070 400 - 550 600 - 900 255

3.20 ≤ d < 3.80 ± 0.070 400 - 550 600 - 900 265

3.80 ≤ d < 4.00 ± 0.080 400 - 550 600 - 900 275

Inside coil diameter
(mm)

Outside coil diameter
(mm)

Coil weight
(kg)

Height
(mm)

400/530 860/920 600 - 900 950 - 1000
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Spring Wire 
EN 10270-1:2024 

Inner Rolls diameter
(mm)

Outer Rolls diameter
(mm)

Rolls weight
(kg)

Height
(mm)

200/250 400/450

80 - 150

100/600
300 - 350

300 - 350

300 - 350

Inner Rolls diameter
(mm)

Outer Rolls diameter
(mm)

Rolls weight
(kg)

Height
(mm)

450 700/770 500 - 700 600/800

Diameter
(mm)

Tolerance
(mm)

Tensile Strength
N/mm2

Chemical Composition

C Mn Si P Cu

1.20 ± 0.020 1660 - 1900 0.45/0.65 0.66 0.2 0.009 0.02

1.40 ± 0.020 1600 - 1840 0.45/0.65 0.66 0.2 0.009 0.02

1.60 ± 0.020 1570 - 1800 0.72 0.66 0.2 0.009 0.02

1.70 ± 0.020 1550 - 1780 0.72 0.66 0.2 0.009 0.02

1.80 ± 0.025 1540 - 1760 0.72 0.66 0.2 0.009 0.02

1.90 ± 0.025 1520 - 1750 0.72 0.66 0.2 0.009 0.02

2.00 ± 0.025 1510 - 1730 0.72 0.66 0.2 0.009 0.02

2.10 ± 0.025 1490 - 1710 0.65 0.66 0.2 0.009 0.02

2.20 ± 0.025 1470 - 1690 0.65 0.66 0.2 0.009 0.02
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Black Annealed Wire
EN 10218-2:2012

Black Drawn Wire 
EN 10218-2:2012

Diameter (mm) Tolerance (mm) Tensile Strength (N/mm2)

1.20 ≤ d < 1.40 ± 0.025 680 - 1370

1.40 ≤ d ≤ 1.65 ± 0.030 680 - 1370

1.65 ≤ d < 1.85 ± 0.030 680 - 1370

1.85 ≤ d < 2.20 ± 0.035 680 - 1370

2.20 ≤ d < 2.50 ± 0.035 680 - 1370

2.50 ≤ d < 2.80 ± 0.035 580 - 1070

2.80 ≤ d < 3.20 ± 0.040 580 - 1070

3.20 ≤ d < 3.80 ± 0.045 580 - 1070

3.80 ≤ d < 4.40 ± 0.045 500 - 920

4.40 ≤ d < 5.20 ± 0.050 500 - 920

5.20 ≤ d < 8.00 ± 0.060 500 - 800

Diameter (mm) Tolerance (mm) Tensile Strength (N/mm2)

0.75 ≤ d < 0.91 ± 0.020 350 - 490

0.91 ≤ d < 1.42 ± 0.025 350 - 490

1.42 ≤ d ≤ 2.05 ± 0.030 350 - 490

2.05 ≤ d < 2.78 ± 0.035 350 - 490

2.78 ≤ d < 3.63 ± 0.040 350 - 490

3.63 ≤ d < 4.60 ± 0.045 350 - 490

4.60 ≤ d < 5.67 ± 0.050 350 - 490

5.67 ≤ d < 8.17 ± 0.060 350 - 490

Rosettes

Inner coil diameter 
(mm)

Outer diameter 
(mm)

Weight 
(kg)

Height 
(mm)

200/250 450/550 300-350 600/650

Spules

Inner coil diameter 
(mm)

Inner diameter 
(mm)

Weight 
(kg)

Height 
(mm)

400/450 600/800 500/1000 630/680

Rosettes

Inner coil diameter 
(mm)

Outer diameter 
(mm)

Weight 
(kg)

Height 
(mm)

400/450 550/600 80/700 200/650

Spules

Inner coil diameter 
(mm)

Inner diameter 
(mm)

Weight 
(kg)

Height 
(mm)

400/450 600/800 500/1000 630/680
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Steel Fibers
EN 14889-1:2006

Length 
(l)

Diameter 
(d)

Deviation from
the unit value
of the lenght

(l)

Deviation from
the unit value

of the diameter
(d)

Deviation from
the unit value

of the diameter/ 
lenght
(d/l)

Tensile
strength of

the used wire
(N/mm2)

Hook-ended 50 1.05 ±5% ±5 % ±7.5 % 1100 - 1400
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Copper-plated Steel Wire
EN ISO 14341:2011

Diameter 
(mm)

Tolerance 
(mm) Package

ISO 14341-A-G 46 3 M21 3Si1 

0.80 -0.02
Plastic Rolls 15 kg/pcs

Cardboard barrels 250 kg
1.00 -0.04

1.20 -0.04

ISO 14341-A-G 46 4 M21 4Si1

0.80 -0.02
Plastic Rolls 15 kg/pcs

Cardboard barrels 250 kg
1.00 -0.04

1.20 -0.04

ISO 14341-A-G 42 4 C1 4Si1

0.80 -0.02
Plastic Rolls 15 kg/pcs

Cardboard barrels 250 kg
1.00 -0.04

1.20 -0.04
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Factory Location:
Second Industrial Zone, 9700 Shumen, Bulgaria

www.wireproduction.bg


